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iR-AMO06-VI Module Configuration l—_IVWE!NTEK

1. Overview

This demo project introduces how to add SDO and configure iR-AMO06-VI in
CODESYS.
In this demo project, iR-AMO06-VI is the first module in the system and its

channels are set as below:

Channel.0 -10V~10V -16000~16000 0
Channel.1 -5V~5V -30000~30000 0
Channel.0 -10V~10V -32000~32000 5
Channel.1 -5V~5V -32000~32000 5
Channel.2 1V~5V 0~32000 5
Channel.3 -20mA~20mA -32000~32000 5

2. Operation

Step 1. Connect iR-COP and open “SDOs” tab.

Step 2. Add SDO as shown below.
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General ok Add SDO [ Edit 3¢ Delete @ MoweUp & Move Down

PDOS Line  Index:Subindex Name Value Bitlength ~ Comment
16+3000: 16701 AMOG_Out_0_Mode_-10V~10V 1

=00 1623000: 16202  AMO6_Out_1_Mode_-5vn5V 2
16+3000: 16705 AMOE_Out_0_ScaleMax_16000 16000

CANopen /O Mapping 16#3000: 16£06 AMOG_Out_1_ScaleMax_30000 30000
1623000: 1609  AMO6_Out_0_ScaleMin_-16000 -16000

fEus 16#3000:1650A  AMD6_Out_1_ScaleMin_-30000 -30000
1623000: 16200  AMO6_Out_0_UpdateTime_0

Information 16#3000:16%0E  AMOS_Out_1_UpdateTime_0

\ 16#3000:16#14 AMO5_In_Conversion_time_1

16£3000:16£16  AMO6_In_1_Mode_-5V~5Y
16£3000: 1617 AMO6_In_2_Mode_1~5Y

0
0
1
16£3000:16%15  AMO6_In_0_Mode_-10v~10V 1
2
3
16£3000:16£18  AMO6_In_3_Mode_-20mA~20maA 4
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16£3000: 16219 AMO6_In_0_ScaleMax_32000 32000
16#3000:16514  AMO6_In_1_ScaleMax_32000 32000
16£3000: 16216 AMOG_In_2_ScaleMax_32000 32000
16#3000:16%1C  AMOG6_In_3_ScaleMax_32000 32000
16£3000:1621D  AMOG_In_0_ScaleMin_-32000 -32000
16£3000:16£1E  AMO6_In_1_ScaleMin_-32000 -32000
16£3000:1621F  AMOG_In_2_ScaleMin_0 0
16£3000: 16220 AMOG_In_3_ScaleMin_-32000 -32000
16£3000:16%21  AMO6_In_0_SamplingTime_5 5
16£3000:16222  AMO6_In_1_SamplingTime_5 5
16£3000:16£23  AMO6_In_2_SamplingTime_5 23
16£3000:16524  AMO6_In_3_SamplingTime_5 5

Step 3. Click [login] and CODESYS will write values into the registers of

iR-AMO6-VI.
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