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1. Overview and Operation

Overview

This demo project introduces how to use Customized File Handling feature to
customize naming and management of data sampling files. This feature
provides the following two ways to manage the files:
® Automatic mode: A new file will be created when the file name is
changed.
® Trigger mode: A new file will be created when the number of data
sampling records reaches the specified "Max. data records in a file", or
when the status of a designated Bit address meets the specified
condition.

This demo project introduces trigger mode.
Operation

Enter the file name in [File name] field and then click [Create] button. A new
data sampling file will be created. Or, name the file using the provided syntax.
A data sampling file will be created when the number of records reaches 30

records (in this demo project).
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Separate data log file as you wish

File index Delete
13:27:21 | 121714

2014121713270 1 13:27:20 124714 | 12
TEST 10| 132719 | 124744 11
9 | 13:27:18 | 12M7/14 | 10
132747 | 121714 | 10
132716 | 12714 | 9
132715 121714 | 8
132744 | 12714 | 7
132713 121714 | 5
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13:27:12 | 1211714
13:27:11 | 1211714
13:27:10 | 121714
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File name (Dynamic format)
Please confgure the value of [Dynamic format]
before any data sampling.

When a new file is created, if the file name already
exists, the new data sampling records will be
appended to the existing file.




Data Log - Customized File Handling l—_IVWE!NTEK
2. Setting up the Screen

Step 1. Create a Data Sampling object as shown in the following figure.

Comment : PLC name : [Lodl-M[
Sampling mode Clear real-time data address
(@ Time-based () Trigger-based [ Enable

=

Hold address
Read address [ Enable
PLC name : Local HMI v [_settings...
Address : |Lw. v |20
Data Record History files
Max. data records (real-time mode) : 1000 [ Auto. stop [¥]save to HMI memory [T save to SD card
ata Datalength : 1 word(s) [T] save to UsB disk
*Expected number of records per dti file is 2097000. (Current dil file size (7) Each file consists of all records of a day
limit is 4MB)
(@ Customized file handling

Folder name : test

[¥] Preservation limit

Customized File Handling

Customized File Handling
File creation
() Automatic mode (A new file will be created when the file name is changed.)

@) Trigger mode (Use the trigger method to create a new file.)

Trigger method
[ Limit by number of data records
Max. datarecordsinafile: 3p
[V]Register status
e serr e g
PLC name : Local HMI v |[_ Settings....
Address :|LB. v | 150
File name
[¥] Dynamic format
H.Cnarne:[m.m._ 7] Settings...

Address : |Lw v 7200 |1° word(s)

*Please configure the value of [Dynamic format] before any data sampling.

Year (1911-2048)

Year, last two digits (00-99)

Month as a decimal number (01-12)
Day of the month (01-31)

Week number (00-53)

Weekday, 0 is Sunday (0-6)

Hour in 24h format (00-23)

Minute (00-59)

Second (00-59)

%

* A filename cannot contain any of the following characters: \/

Lo JC
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Step 2.

Step 3.

EWE!NTEK

Create a Toggle Switch object, set address to LB-150, set switch style

to Toggle, for creating a new data sampling file.

General [ Security | shape | Label | Profie

Comment :

@ BitLamp

@ Toggle Switch

Read/Write use different addresses
Read address

PLC name : | Local HMI

~|[_ Settings...

Address : LB v | 150

[Tl tnvert signal

Write address :

[] write when button is released

Attribute

Macro
Execute macro

Create an ASCII Input object, set address to LW-200, set the length to

10 words, for entering a file name.

General |Data Entry | Security [ shape [ Font | Profie]

Description :
V] Allow input

[CIMask
Reverse high/low byte

Use UNICODE

Read address

PLC name : | Local HMI

[ settings...

Notification

|I.O word(s)




Data Log - Customized File Handling l—_IVWE!NTEK

Step 4. Create an Option List object, set the source of item data to [Dates of
history data]. Set monitor address to LW-50, and enable [delete

history files] function (LW-30), for viewing historical records.

Option list | Mapping | Security | shape [ Label [ Profiie|
Comment :

Mode: [Ustbox  v] Badground: v

Selection: [T v

Attribute

Source of item data : [Dates of history data -

[V]Enable [delete history files] function
Monitor address
PLC name : | Local HMI v || Settings... |
O T— bt
[T write when button is released
Item data from dates of historical data

, a5 Date:
Data Samping object : [1, -
Control address
PLC name :[y,d]-ﬂ[ v;]  Settings...
Address : LW v| 30 |
[Address] : set 1 to delete the selected history
Send notification after writing sucessfully
Enable
[ox J[ conce | [ |

Step 5. Create a History Data Display object, set history control address to

LW-50, for viewing historical records.

General |Data Format | Tite | Security | shape | Profile |
Datasanvlhgobjedhdex:[;, g]
[7]Refresh data automatically
Grid
[¥]Enable
Color : _|v| Column interval : 10 B
Profile color
[T] Transparent
Frame : _Iv| Background: [ ¥
Text
L a—
Time
e o —
Date

Vloate Cobr:_ — |

[]sequence no. Color : EEG_—

(©) Time ascending (@ Time descending

History control
PLC name [Lodl'M[

Address : |Lw v | 50

(o J[ concel ]
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Step 6. Create a Set Word object, set address to LW-20, select “Periodic step

up (low to high...)” as Set Style, for changing data sampling value.

General [security | Shape [ Label [ Profile |

Comment :
Write address
PLCname:[mun v] Settings...
Address : [Lw BE [ [1sbitunsigned

i

Step 7. Create a Set Word object, set address to LW-30, select “write
constant value” (1) as Set Style, for deleting the select item in Option

List object.

General | security | Shape [ Label | Profie |

Comment :

Write address
PLC name [W VJ Settings...
Address : [Lw. v| 30 |16-bitunsigned

Write after button is released

Notification
Enable

Attribute
SetStyle : Wite constant value -]
Setvalue: 1




