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1. Overview and Operation

Overview

Pass-Through function allows running PLC software on PC to control the PLC
through HMI which works as a converter in this case. This demo project

explains the basic settings of Siemens MPI/PPI.

Operation

Please download this project to HMI, select the Pass-Through mode from PPI
or MPI, and then enable Pass-Through in Utility Manager. The PLC software on
PC can then be used to connect the PLC. To use EasyAccess 2.0, tap the
[EasyAccess 2.0] button in the lower-right corner of the window, the
EasyAccess 2.0 settings window will open.

Note: In this demo project, Siemens PPl is used, to change it to Siemens MPI,
launch EasyBuilder, open [Edit] » [System Parameter Settings] to change the

PLC driver to Siemens S7-300 MPI.

Siemens PPI/MPI Pass-through
@ PPI O MPI O Disable Pass-through

@ IP limited (only the designated client IP can connect to the PLC)

Connecting Status: Not running -
- wrreaer<OM/ Ethernet
Executk;'ﬁ Eta%Nonnal Successfully executed.
Connecting Client: 0 10 : 0 10
Designated Client: 192 : 168 : 1 : 193 -

com v :
COM Port: COM1 Siemens
PLC St. oyl
-|k,. EasyAccess2.0
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2. Setting up the Screen

Step 1. Launch EasyBuilder and go to [Edit] » [System Parameter Settings] »
[Device List] to add Siemens PPl or MPI driver.

Step 2. Inthe PLC settings window, click [Pass-Through Settings] button to
open SIEMENS PLC Pass-Through Settings window and fill in the IP

address of the PC.

Name : Siemens 57-200 PPI

() HMI @ PLC

Location @ |Local = (| Settings ...

* Gelact Local for 3 PLC connected to this HMI, or Remote for a PLC connected through another HMIL

PLC type : [ Sismens §7-200 FP1

V.2.60, SIEMENS_S7_200_PPLe30

[ SIEMENS PLC Pass-Throug [

Disable pass-through
[¥] Designate dient IP

IP address: 192 .

Default station no. use station no. variable
Use broadcast command
How 1o desiznate the station no. i object’s address .

Interval of block pack (words) : D
Max. read-command size (words) : |32 -
Max. write-command size (words) = |32 - | l Pass-Through Settings... I |

Cancel
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@ Ethernet () COM port

Virtual COM Port (PC <-> PLC)

fcoma

| sl | | Uninswll |

Settings of Destination HM|

Mode : | MPI ISOTCP -

IP: 182 .168 . 1 . 100

Communication port : (Default : 3000}

Pass-through port - 102

PLC connection : (LW-5302 on HMI))

Step 5. When finished, PLC software on PC can control PLC.

Note: For more details on PLC parameter settings related to Pass-Through

function, see EasyBuilder User Manual Chapter 29 Pass-Through.



http://www.weintek.com/download/EBPro/UserManual/eng/UserManual_separate_chapter/Chapter_29_Pass_Through.pdf
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3. Addresses

The addresses of key objects used in this demonstration are listed below.

Combo Button LW-10853, CB O Enables Pass-Through, sets
LW-10850, Pass-Through mode to PPI, and then
LB-0, LB-1, changes the status of the
LB-2 corresponding Bit Lamp.
Combo Button LW-10853, CB 1 Enables Pass-Through, sets
LW-10850, Pass-Through mode to MPI, and
LB-0, LB-1, then changes the status of the
LB-2 corresponding Bit Lamp.
Combo Button LW-10853, CB_2 Disables Pass-Through, and then
LW-10850, changes the status of the
LB-0, LB-1, corresponding Bit Lamp.
LB-2
Bit Lamp LB-0 BL O Shows the Pass-Through status of
PPI.
Bit Lamp LB-1 BL 1 Shows the Pass-Through status of
MPI.
Bit Lamp LB-2 BL_2 Shows that Pass-Through is
disabled.
Word Lamp LW_10862 WL O Shows Siemens Pass-Through
connection status.
Word Lamp LW_10863 WL 1 Shows Siemens Pass-Through
execution status.
Word Lamp LW_10864 WL_2 Shows Siemens Pass-Through last
error code.
Word Lamp LW_10864 WL 3 Shows Siemens Pass-Through last

error code.
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LW_10850 SW_1

Set Word

Set Word LW_10864 SW_2
Numeric LW-10854 NE_2
Numeric LW-10855  NE_7
Numeric LW-10856  NE_8
Numeric LW-10857 NE_9
Numeric LW-10858  NE_3
Numeric LW-10859  NE_4
Numeric LW-10860  NE_5
Numeric LW-10861  NE_6
Option List LW-10851 oL O
Numeric LW-10852  NE_O
Numeric MW-0 NE_1

FK_0O

Function Key

l__lb WE!NTEK

Determines whether IP is limited
(only the designated client IP can
connect to the PLC)

Clears last error code.

IPO of connecting client (IP address
= |PO:IP1:1P2:1P3)

IP1 of connecting client.

IP2 of connecting client.

IP3 of connecting client.

IPO of designated client.

IP1 of designated client.

IP2 of designated client.

IP3 of designated client.
Destination COM Port.
Destination PLC Station Number.
Communicates with PLC.

Opens EasyAccess 2.0 settings

window.




